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Test Report

BJZ(2024) 0194

Name: Ballistic Insert

Type:  Test Sample
Test Sort: Commission Test

Client: Chengdu Yiming Machinery Equipment Manufacturing Co. Ltd.

Date: Aug.6, 2024
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Notice

1 The test-report invalidate if no special test-stamp.

2 The test-report invalidate if no signature of Editor, Censor or Approver.

3 The test-report invalidate if it is altered and copied.

4 1t should be demurred within fifteen days after received the test-report. Not accept if expired.

5 The test-report is just answer for the test sample.

Add  NO.57 Ma Xing Road ,Chang Ping , Bei Jing
Tel 86-010-80190345
Fax 80190340

Post 102202
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Name Ballistic Insert Type Test Sample
: Chengdu Yiming Machinery Client
! Equipment Manufacturing Co. Ltd. Principal Chgn Yoan kun
4 dress No. 388, Chuangxin Road, Industrial Telephone 13980873979
Park, Qingbaijiang District,Chengdu. p 17745036882
Chengdu Yiming Machinery o
Manufacturer Equipment Manufacturing Co. Ltd. Test Sort | Commission Test
Test Date Aug. 1,2024 Brand Chengdu Yiming
Lot Sample
Number ¥ ne Quantity ;
Sample Sample
Wil YP2024-1183 State Good
GJIB4300A-2012 Requirements of safety technical performance
Standard =
for military body armor
Test item Bulletproof  Performance
The test sample ballistic insert (sample), which is provided by Chengdu
Yiming Machinery Equipment Manufacturing Co. Ltd., has been tested
with type 53 7.62mm API and 7.62mm ballistic trajectory gun at the
distance of 15m. It was shot 3 projectiles with no penetration. Testing
Aot condition was normal temperature. The maximum depth of deformation on
es .
Conclusion | the backing material is 14.42mm.
See table and figure 1-2.
Remarks

Editor: X((Aéww ﬂ“ﬂ

Censor:Z}MLwCLm BpprovEr; TWMW
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Test place, environment (special requirement of environment) and test equipments

Test place

Test Center of Ordnance and Equipment Research Institute,
China Ordnance and Equipment Group

Test environment
( special requirement
of environment )

Indoor: temperature 25°C . humidity 53%RH

Test equipments

Universal standard Measure Tools

Ballistic Analytic System (No0.328000212)
Electro- balance (No.CSJL-00122)

Testing weapon: 7.62mm ballistic trajectory gun

Testing ammunition: type 53 7.62mm API

Character & Structure
of sample

layered composite lightweight protective armor
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Picture 1 Impact Side

Picture 2 Backing Material




